Total Length: I0OOmm long x 2.5mm walls.
Sizes: To suit round posts 40nb, 50nb and 80nb

Also available for square posts 50mm sq
& 100mm sq.

Made from durable nylon plastic.

Black

Material:
Colour:

What is Collar Rot?
Collar rot is the formation of rust around the post at the
point of contact with the concrete slab.

What is corrosion of steel?

ASTM terminology (G IS) defines corrosion as “the chemical or
electrochemical reaction between a material, usually metal and
its environment that produces a deterioration of the material
and its properties. For steel posts embedded in concrete,
corrosion results in the formation of rust.

Why does the steel in concrete corroder

Steel (Posts) in concrete is initially in a non-corroding passive
condition. However, because fence posts protrude through
concrete slabs both materials are subjected to the effects of the
environment. Where sea water or deicing salts (rain water) are
present Chloride moves into the concrete it disrupts the passive
lauer protecting the fence post causing it to rust and pit.
Techniques exist to isolate such posts from offending
environments and to reduce atmospheric corrosion. One form of
prevention is to modify the material from which the posts are
manufactured. Stainless steel is one such example, but very
EXPENSIVE. 4

Another technique suggested is to use a heavier (thicker

wall) grade steel, however such a solution only delays the
inevitable and also increases costs significantly.

All these techniques are not required if you use a

Post Collar Protector.

What is the Post Collar Protector made of?

Post Collar Protector is made from the properties of
Nulon (Polyamide) plastic which is very durable yet
flexible enough to form a protective layer for the steel
post from the environment.

Nylon Quick Facts

Excellent resistance (no attack) to Oils, Solvents, Dilute Acids,
Formaldehude and Alcohols, Bases and THF.

Tough, strong and impact resistant material.

+ Hardness: RS2

% UV Resistance:
Excellent in black

+¢ Specific Gravity 1.I3

Maximum Temperature: 99 deg C.
Minimum Temperature: =70 deg C.
Melting point: 216 deg C.

% Tensile Strength 5,800 psi.
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The Fence Consultant Pty Ltd

A Double the life of fence posts
A No more collar rot
A No more rust

A No more replacing of posts

A Also available for Pool Fencing
See inside for more details

For further information or a quotation
on any of our products or services
please do not hesitate to contact

our sales team.



Prevent this from happening with a
simple and very cost effective product.

The Fence Gonsultant P/L are the designers and
official suppliers of the “Past Gollar Protector”
a new product that is engineered to extend the
life of fence posts for many years.

The Fence Gonsultant caters for a variety of clients
including Gouneils, Schools, Sporting Associations,
commercial and the private sector.

Adding on average only 3%
to the cost of the fence post.

No need to buy a heavier grade post in ,_
order for the posts to last longer. '

Made from recycled plastic.

Round Posts 40nh, 50nb & 80nb
Square Posts 50mm & 100mm S

_ Concrete slab

10 seconds to install, 10 years added to
the life of your fence.

level indicator — ———>»

Internal grooves
for silicon

INSTALLATION PROGEDURE

Estabish where the level of your concrete willfnish on |
the post, then place a mark 50mm above the proposed
concrete level on the post.

Then [optional) run a thin bead of silicon on the inside
of the PGP

Line up the top of the PGP with your mark on the post
and clip PGP shut. 3

Note: the external

groove on the PGP

iS now your new

concrete level.

Simply repeat steps

for all posts.



